DEUBLIN
%" to %" Air-Hydraulic Unions

* Monoflow design

¢ Self-supported rotating union
¢ Radial housing connection

* Balanced mechanical seal

e Seal combinations:
Carbon Graphite/Hardened Tool Steel or
Carbon Graphite/Silicon Carbide

e Felt oiler in seal cavity for air service

e Qiler for relubrication (3 - 5 drops/month)
e Low torque

* Weight-optimized design

® Aluminum housing

e Bearings lubricated for life

Operating Data

Maximum Air Pressure 150 PSI 10 bar
Maximum Vacuum 28" Hg 6.7 kPa
Maximum Hydraulic Pressure
Model 1005 1,000 PSI 70 bar
Model 1102 1,000 PSI 70 bar
Model 1115 500 PSI 34 bar
Model 1205 750 PSI 50 bar
Model 2200 ® 1,000 PSI 70 bar
Maximum Speed NPT Threads 1,500 RPM 1,500/min
Maximum Speed Straight Threads 3,500 RPM 3,500/min
Maximum Temperature 250°F 120°C

@ Union is designed for continuous operation at either maximum speed or
maximum pressure. If operating conditions are close to maximum pressure . .
and speed simultaneously, consult DEUBLIN. See next page for dimensional data.
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Monoflow Rotating Union
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= Model Rotor Thread Dia. Rotor Hole | Across Flats | Lock-up Wt.
NPT
1005-020-019 %"-24 UNF RH
1005-020-039 %"-24 UNF LH 1%" 2'%" %" A %" %" 25" Wt
%" 1005-020-038 %" NPT RH
1005-020-037 M10x1 RH 28.5 71 22 11 3.2 16 54 2 Kg
1005-020-049 G%" (BSP) RH 28.5 71 22 13 3.2 16 52 .2 Kg
1102-070-029 %"-18 UNF RH
Tioo070079  [was | 4 | | W | ¥ ! A 24" 1#
" 1102-070-081 %" NPT RH
Y 1182_878_822 f NPT e 3%" 1%" %" " %" 2%," 1#
1102-070-103 G" (BSP) RH
1102-070-104 G (BSP) A 41.2 81 29 13 6.4 22.2 60 4 Kg
1115-000-001 %"-18 UNF RH
1115_000_017 5/2"'18 UNF LH 123/32” 315/16” 1%6“ 5/8" 3/8" 15/16” 227/32” 1V2#
" 1115-000-002 %" NPT RH
Y 1112_888_8?8 f NPT el 1% | 3% | 1A %" %" A 3% 144
1115-000-205 G%" (BSP) RH 43.6 100 27 16.6 8.7 24 71.4 .7 Kg
1115-000-200 M16x2 RH 43.6 100 27 16 8.7 24 72.2 .7 Kg
_ _ /1
RO PN R [ | e | e | s | e
1205-000-01 %" NPT RH
1282_888_823 :;:u NPT LH 2%" 49/16" 17/16" %" %" 1%” 315/32” 1V2#
1205-000-039 %"-16 UNF RH
v 190500005 | 7716 UNF T 4% | 1% %" 3" %" 3" 144
2
1205-000-001 1"-14 UNS RH
1205:000-002 | 194UNS LH| 24 | A% | 1R # " 14" 3% 17
O o 1710
1282_8888}; gé.. Eggg; T: 57.1 113 8818 19 12.7 28.5 77.7 .7 Kg
1205-000-021 G%" (BSP) RH
1205-000-022 G (BSP) A 57.1 112 325 19 15.8 35 77 .7 Kg
2200-000-096 %" NPT RH
2200-000-097 ‘/2" NPT LH 2%" 4% 17" " ' i 34" 3
2200-000- %" NPT RH
1/ 2288_888_823 :;:u NPT LH 27/8" 415/16“ 17/16" %" 11/18“ 1%” 3%" 3#
2
2200-000-003 1"-14 UNS RH
29200000027 T 112 UNS Tl 2 %" | 1% %" 2y 15" 3%" 34
2200-000-102 G%" (BSP) RH
2200-000-103 G%" (BSP) A 73 121 34 19 17.5 36 88 1.4 Kg
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Maximum Air Pressure

Maximum Vacuum 28" Hg
Maximum Hydraulic Pressure

Operating Data

150 PSI
6.7 kPa

Model 250-094 1,000 PSI
Model 355-021 1,000 PSI
Model 452-000 750 PSI

Maximum Speed NPT Threads

1,500 RPM

Maximum Speed Straight Threads
Model 250-094 3,500 RPM
Model 355-021 3,000 RPM
Model 452-000 2,500 RPM

Maximum Temperature

250°F

10 bar

70 bar
70 bar
50 bar

1,500/min

3,500/min
3,000/min
2,500/min

120°C

Union is designed for continuous operation at either maximum speed or
maximum pressure. If operating conditions are close to maximum pressure
and speed simultaneously, consult DEUBLIN.

To indicate union with additional “K” port with
%" NPT: Order Number 250-979-RTR

DEUBLIN

%" to 1%" Air-Hydraulic Unions

* Monoflow design

¢ Self-supported rotating union

e Radial housing connection

* Balanced mechanical seal

e Seal combinations:
Carbon Graphite/Hardened Tool Steel or
Carbon Graphite/Ceramic

e Felt oiler in seal cavity for air service

e Qiler for relubrication (3 - 5 drops/month)

e Low torque

e Aluminum housing

e Stainless steel or steel rotor (respective of model)

e Lubrication Guide page 55
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%" NPT: Order Number 355-305-RTR a H
1%4" NPT: Order Number 452-001-RTR B—/
J
B Ordering No. A H D E F G H 1 J M Shpg.
Port NPT Model Rotor Thread Aioior | Across | Rilot | Lock-up Wt.
250-094-020 | %" NPT I T T B ” " 1
5200920571 T e IR N IR VAN W | 1% - | e | - | s
S S W e o | e | e | (e | - | e
w [ 250094016 | 1"-14 UNS (PLT) RH 12480"
Y 228884813 714 ENE EPLT; o R R O 2432" i A
250094284 | G/ BSP) AW
o Torge T | 128 | % | e | uns | s - o | - | 16kKg
250-094-012__| M22x15 (PLT) RN 26.992
550-004-013 | M2ad s tH] o | 122 | 28 | 14 [ 143 | 36 | 55q79 | 875 | 3 | 16Kg
ggggg}ggg } mg FL‘: v | 6% | 1% | 1% 1" 15" - 4% - 4y
355:021-019 | 17 120NF  RH| won | oo | e | <o . o o 1
q [3B02r074_[ /120N I ST BT 1 - | M - | v
355021016 | VZ-12UNFPIORA | oo | oo | on | oo . G Y 1
355-001-017 | 14 12UNFPMLA | o4 | 84" | 24" | ! V& se0st | M| A A
355021222 | 61" (BSP) A
oo erEse ] 26| 150 | 4 | 21 | 22 | 3 - 108 | - | 21kg
N — /00
paliiall] }é Ll M e e | e | e | |- | s | - | es
252000395 | 2-120N___RA[ o | con | ome | con | on »
11/2“ 452'000'396 2||_12 UN LH 4/‘ 8/16 2 /16 1/8 1/2 2/8 - 5/8 - 9.5#
252000029 | 1%-12UN __RA
O [T W o | | e | e | | er | - | o
252-000-198 | G1% (BSP) __RA
e 1 | | | 54 - 143 | - | 45K
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